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LED POWERBAR 12TC

  

 

Estas barras de LED RGB está diseñadas para utilizarse en una amplia gama de aplicaciones en interiores como en el bañado de paredes.
Excelente luz y mezcla perfecta de color gracias a los LEDS RGB de 3 watts tricolor. Protección IP-65. DMX 6 canales. Carcasa de aluminio
extruido, acabada con una cubierta de vidrio templado. Alimentación: 240V. Consumo: 39w. Angulo: 25°. Dimensiones: 1238x 140 x 79 mm.
Peso: 4,8 kg 

CalificaciónSin calificación 
Precio
Modificador de variación de precio

Precio con descuento

Precio de venta con descuento: 

Precio de venta: 433,66 €

Descuento

Haga una pregunta del producto  

Fabricante:BRITEQ  

 

Descripción 

Caracteristicas

This RGB-projector was designed to be used in a wide range of indoor and outdoor applications such as wall washing.
Excellent light output and perfect color mixing thanks to Tri-color 3Watt RGB LEDs.
Elegant, extruded aluminum housing finished with tempered glass cover
The discretely designed bracket can be easily adjusted in any position.
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Optimal thermal management for long lifespan and easy maintenance
Power supply and DMX receiver inside for easy daisy chaining.
Waterproof input and output connectors allow the user to link up to 12 units.
Light designers can download the photometric IES-files from our website for use in simulation software.
Perfect for use in hotels, clubs, shops, homes, …
IP66: suitable for outdoor installation and use.

Información Técnica

Mains Input:  AC 100-240V, 50/60Hz
Power consumption:  39 Watt
Fuse:  250V 6.3A slow blow (20mm glass)
DMX connections:  3pin XLR male / female
DMX channels used:  3/4/5/6 channels (depending on the DMX mode)
Lamp: 12 x 3in1 LED
Size:  1238 x 140 x 79 cm
Weight:  4.8kg

 

Comentario

No ha comentarios para este producto. 
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